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1. INTRODUCTION 

The use of high strength steel (HSS) in the construction industry is becoming increasingly 

prominent, due to its high strength to weight ratio in comparison to conventional grades of 

steel (i.e. normal strength steel (NSS)). Currently, due to a lack of fundamental structural 

performance data and refined structural design guidance for HSS, uptake has been inhibited, 

with current design standards only allowing for partial plastification of individual HSS members, 

while plastic design for HSS indeterminate structures is not permitted. Although there are a 

number of normal strength steel frame tests reported in the literature, no experimental data 

are available on HSS frames. Thus, a comprehensive experimental study has been carried 

out at Imperial College London to investigate the response of HSS frames and to quantify the 

level of plastic redistribution that is possible. Complementary material and component (beam 

and column) tests have also been performed. Three sets of frames, each set comprising four 

two-dimensional, single bay, single storey, unbraced rectangular frames made up a welded I-

section, were tested. Three different cross-sections, including two homogeneous welded I-

sections made of S690 steel but with different geometric dimensions and one hybrid welded 

I-section with its flange made of S690 steel and web made of S355 steel, were selected. All 

the frames were fully laterally restrained using a specially designed lateral bracing system, 

preventing out-of-the-plane movement of the test frames but not restraining any in-plane 

movement. The four frames within each set were subjected to different combinations of 

horizontal and vertical loading, in order for beam, sway and combined plastic collapse 

mechanisms to form. Details of the frames, test setup, instrumentation, loading procedures 

and results, including load-deformation characteristics, moment redistribution and failure 

modes are fully reported. The presented tests provide benchmark results for the validation of 

finite element models and the development and assessment of design rules for HSS and 

hybrid structures. 
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2. MATERIAL PROPERTIES 

The chemical compositions of the two steel grades, S355 and S690, used in the present study 

are given in Table 1, which are shown to satisfy the requirements specified in EN 10025-2 [2] 

for hot-rolled S355 steel and EN 10025-6 [3] for quenched and tempered S690 steel. The 

material properties and full-range stress-strain responses of the studied steels were 

determined by tensile coupon tests. Tensile coupons were cut from the same batch of 8 mm 

thick plates as that employed for the fabrication of the test specimens. For each of the two 

tested steel grades (S355 and S690), two longitudinal tensile coupons were extracted from 

the parent plate along the rolling direction. The dimensions of the coupon specimens complied 

with the requirements specified in EN ISO 6892-1 [4]. The tensile coupon tests were performed 

under displacement control using an Instron hydraulic 250 kN testing machine, as shown in 

Fig. 1, with the displacement rate of 0.05 mm/min up to the yield strength and a higher rate of 

0.5 mm/min for the post-yield range. Two strain gauges were attached to the mid-height of the 

tensile coupons, one on each of the two wider faces, to measure the longitudinal tensile strain; 

in addition, a video extensimeter was employed to measure the elongation over a gauge length 

of 140 mm (i.e. the distance between the two marked white dots shown in Fig. 1).  

Table 1: Chemical compositions of S355 and S690 steels used in the present study. 
 

Steel 
grade 

C Si Mn P S N Cu Mo Ni Cr V Nb Ti B Zr Al 

% % % % % % % % % % % % % % % % 

S355 0.165 0.475 1.548 0.013 0.0008 - 0.023 0.01 0.029 0.031 0.001 - - - - 0.042 

S690 0.139 0.284 1.436 0.013 0.0007 0.0029 0.026 0.068 0.029 0.323 0.002 0.022 0.011 0.0016 0.0002 0.031 

The engineering stress-strain curves obtained from the tensile coupon tests are depicted in 

Fig. 2, while the average material properties for each steel grade, including the Young’s 

modulus E, the yield strength fy, the ultimate strength fu, the strain hardening strain εsh where 

the yield plateau ends and subsequently the strain hardening initiates, the strain at the ultimate 

strength εu, the fracture strain εf  (measured over the standard gauge length of 5.65 , where 

S0 is the original cross-sectional area of the tensile coupon [4]), the ultimate-to-yield strength 

ratio fu/fy and the ultimate-to-yield strain ratio εu/εy (where εy = fy/E), are reported in Table 2. It 

can be observed from Fig. 2 that the stress-strain curves for the S690 steel exhibit a shorter 

yield plateau, a less pronounced level of strain hardening and reduced ductility in comparison 

with the S355 steel; this is also reflected in the key material properties given in Table 2. 

0S
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                                                          Fig. 1. Test setup for tensile coupons. 

 

Fig. 2. Engineering stress-strain curves obtained from tensile coupon tests. 

Table 2: Average measured material properties for S355 and S690 steel from tensile coupon tests. 
 

Steel 
grade 

E fy fu εy εsh εu εf fu/fy εu/εy 

  N/mm2 N/mm2 N/mm2 % % % % - - 

S355 198500 404.1 553.5 0.20 1.89 17.22 44.8 1.37 84.6 

S690 212000 782.5 828.4 0.37 0.96 6.17 19.3 1.06 16.7 
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3. TESTS AT CROSS-SECTION AND MEMBER 
LEVELS 

3.1. General 

Before carrying out the tests on the HSS frames, a series of complementary experiments, 

including stub column tests, column buckling tests and four-point bending tests, was 

undertaken to investigate the cross-section and member behaviour of both HSS and hybrid 

welded I-sections. Three welded cross-section (CS) profiles – Series 1 (CS1 HSS-I-

65×116×8×8), Series 2 (CS2 HSS-I-80×136×8×8) and Series 3 (CS3 HYB-I-80×136×8×8), 

were examined, as illustrated in Fig. 3. The cross-section identifier is composed of four letters 

“HSS-I” (or “HYB-I”) designating a homogeneous HSS welded I-section made of S690 steel 

for both its flanges and web (or a hybrid welded I-section with its flanges made of S690 steel 

and web made of S355 steel) and the nominal dimensions of the I-section in millimetres, i.e. 

flange width B × outer section depth H × flange thickness tf × web thickness tw. Note that the 

three different welded I-sections were fabricated from 8 mm thick quenched and tempered 

S690 steel plates and hot-rolled S355 steel plates by means of gas metal arc welding with a 

nominal weld leg length (tweld) of 5.6 mm (i.e. a weld throat thickness of 4 mm), as shown in 

Fig. 3. The three investigated welded I-sections are all Class 1 cross-sections under pure 

compression according to the slenderness limits specified in prEN 1993-1-1: 2018 [8]. Note 

that the same cross-section profiles were employed in the frame tests, as described in Section 

4. The test specimens were labelled based on the cross-section profile (HSS-I-65×116×8×8, 

HSS-I-80×136×8×8 and HYB-I-80×136×8×8) and the test type (“SC”, “CFB” and “3PB” 

represent stub column tests, column flexural buckling tests and three-point bending tests, 

respectively). For repeated test specimens, the label was followed by the letter “R”. The stub 

column tests (SC), column flexural buckling tests (CFB) and three-point bending tests (3PB) 

on the three investigated welded I-sections are described in the following subsections.  

  
Fig. 3. Notation and nominal dimensions of welded I-sections for different series of frame specimens 
(in mm). 
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3.2. Stub column tests 

Stub column tests were carried out to investigate the axial compressive behaviour of HSS and 

hybrid welded I-sections. In total, six stub column specimens, with two on each of the three 

investigated welded I-section profiles, were tested. The nominal length of the stub column 

specimens was 300 mm, which was deemed short enough to prevent global buckling yet 

adequately long to eliminate end effects. The average measured geometric dimensions of the 

stub columns are provided in Table 3, where Lsc is the specimen length, A is the cross-

sectional area including the area of fillet welds, fy,f and fy,w are the yield strengths of the flange 

and the web, respectively, obtained from the coupon tests as described in Section 2, fy,a is the 

area-weighted average yield strength, and  is the cross-section slenderness determined 

from Eq. (1), where σcr,cs is the elastic local buckling stress of the full cross-section calculated 

using the finite strip software CUFSM [10]. 

                                                                            (1) 

Table 3: Average measured geometric properties and key results of HSS and hybrid welded I-section 
stub columns. 

 

Specimen 
Lsc B H tf tw tweld A fy,f fy,w fy,a 

 

Nu,test δu,test Nu,test 

/Afy,a mm mm mm mm mm mm mm2 N/mm2 N/mm2 N/mm2 kN mm 

HSS-I-
65×116×8×8 

-SC 

296.4 65.21 116.76 8.40 8.32 5.80 2009 782.5 782.5 782.5 0.39 1584 4.74 1.01 

HSS-I-
65×116×8×8 

-SC-R 

297.5 65.06 116.73 8.38 8.43 5.59 2014 782.5 782.5 782.5 0.39 1591 5.22 1.01 

HSS-I-
80×136×8×8 

-SC 
297.1 80.26 136.94 8.23 8.31 6.55 2432 782.5 782.5 782.5 0.45 1894 3.54 1.00 

HSS-I-
80×136×8×8 

-SC-R 
297.1 80.15 136.78 8.31 8.29 5.57 2406 782.5 782.5 782.5 0.44 1902 3.43 1.01 

HYB-I-
80×136×8×8 

-SC 
297.3 79.91 136.65 8.59 7.93 7.57 2439 782.5 404.1 617.1 0.41 1604 4.92 1.07 

HYB-I-
80×136×8×8 

-SC-R 
297.3 80.01 136.57 8.55 8.27 7.33 2469 782.5 404.1 613.7 0.41 1603 5.84 1.06 

 

Both ends of the stub column specimens were machined flat and parallel to ensure proper 

seating in the testing machine and the uniform application of compression during testing. The 

stub column tests were conducted in an Instron 3500 kN hydraulic machine under a constant 

displacement rate of 0.5 mm/min. The test setup is depicted in Fig. 4. The stub column 

specimens were placed between two parallel hardened end plates in order to protect the end 

platens of the testing machine, as shown in Fig. 4. Two Linear Variable Displacement 

p

y,a
p

cr,cs

f



=

p
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Transducers (LVDTs), together with four strain gauges mounted at positions adjacent to the 

flange tips (at a distance of approximately 5 mm from the tip edges) at the mid-height cross-

section, were employed to measure the axial end shortening of the test specimens; the 

arrangement of strain gauges and LVDTs in the stub column test is illustrated in Fig. 4. The 

test outputs, including the applied load and displacement from the hydraulic machine, as well 

as the readings from the strain gauges and LVDTs, were continuously recorded at 2-s intervals 

using the data acquisition system DATASCAN; the same data acquisition system was also 

used in the column flexural buckling tests (CFB) and three-point bending tests (3PB), as 

described in the following subsections. In addition, Digital Image Correlation (DIC) was also 

employed in the stub column tests to provide more comprehensive measurements of the full-

field in- and out-of-plane displacements of the stub column specimens, from which the cross-

section local buckling half-wavelength can be determined. A two-camera LaVision DIC system 

(Cameras 1 and 2 as shown in Fig. 4 (a)) was used for the image acquisition during testing. 

Prior to testing, the front surface of all stub column specimens was sprayed with a thin layer 

of black paint, on top of which a random white speckle pattern was created to generate a high 

contrast texture for the image correlation. The DIC images were taken at 2-s intervals and 

processed in the software DaVis [5]. 

 

(a) 

Stub column

Camera 1

Camera 2

     
Hardened 

end plates

End platen
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(b) 

Fig. 4. Test setup for welded I-section stub columns (a) photograph and (b) schematic setup and 

arrangement of strain gauges and LVDTs. 

 

The normalised load-end shortening curves for all the stub column specimens are plotted in 

Fig. 5, where the applied load N is normalised by the plastic load Npl, defined as the cross-

sectional area A multiplied by the area-weighted average yield strength fy,a, as given in Table 

3. Note that the end shortening δ was obtained from the average readings of the LVDTs, but 

eliminating the elastic deformation of the end plates using the measured strain gauge data 

following the procedure described in [11]. For each stub column test, readings from the four 

installed strain gauges were found to increase at the same rate in the early (elastic) stages of 

loading, confirming that a uniform compression load was applied to each stub column 

specimen. The key test results from the stub column tests, including the ultimate load Nu,test, 

the corresponding end shortening δu,test at the ultimate load and the ratio of Nu,test/Npl, are also 

presented in Table 3. It can be seen from Table 3 and Fig. 5 that the ultimate loads for the 

investigated four HSS stub columns were marginally above their corresponding plastic load 

Npl, while the two investigated hybrid stub columns were capable of sustaining an axial 

compressive load above Npl by about 6%. The normalised load-end shortening curves for the 

investigated HSS welded I-sections (see Fig. 5(a)) feature a plateau region before reaching 

the plastic load Npl, which is then followed by a drop (i.e. a loss of load-carrying capacity) due 

to the development of inelastic local buckling, while the normalised load-end shortening curves 

for the investigated hybrid welded I-sections (see Fig. 5(b)) exhibit a strain hardening region 

after the applied load reached the plastic load Npl, which is primarily caused by the 

development of strain hardening in the lower strength (and therefore lower local slenderness) 

web. Photographs of the failure modes of the tested welded I-section stub columns are 

displayed in Fig. 6; all featured local buckling at mid-height of the specimens. 
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(a) 

                            

(b) 

Fig. 5. Normalised load-end shortening curves for (a) HSS welded I-sections and (b) hybrid welded I-

sections. 
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                                             (c)                                                                      (d)      

   

                                             

                                           (e)                                                                (f) 

Fig. 6. Failure modes of tested welded I-section stub columns (a) HSS-I-65×116×8×8-SC, (b) HSS-I-

65×116×8×8-SC-R, (c) HSS-I-80×136×8×8-SC, (d) HSS-I-80×136×8×8-SC-R, (e) HYB-I-80×136×8×8-

SC, and (f) HYB-I-80×136×8×8-SC-R. 

Typical out-of-plane deformation fields measured by the DIC at different loading stages, for 

stub column specimen HSS-I-80×136×8×8-SC, are shown in Fig. 7, where the development 

of the inelastic local buckling at the mid-height of the web plate of the stub column specimen 

can be clearly seen. For the stub column specimen HSS-I-80×136×8×8-SC, the local buckling 

in the web initiated at a compressive load close to its ultimate load of 1894 kN and the web 

buckled inward with a half-wavelength of approximately 150 mm, which is very similar to the 

elastic buckling value of 153 mm obtained from finite strip analysis, performed using CUFSM 

[10]. 
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Fig. 7. Typical out-of-plane deformation fields (unit: mm) measured from DIC for specimen HSS-I-

80×136×8×8-SC at different loading stages. 

3.3. Flexural buckling tests 

A total of five welded I-section column specimens was tested, including one for each of three 

investigated profiles, as described in Subsection 3.1, and two repeated tests. The columns 

were loaded concentrically with pin-ended boundary conditions and failed by flexural buckling 

about the major axis. The average measured geometric dimensions are summarised in Table 

4. The nominal length of all column specimens L was 2000 mm and two 16 mm-thick end 

plates were welded to both ends of the specimen. Stiffeners were also welded at each end of 

the column specimens to prevent any weld fracture or localised failure at the end sections of 

the column specimens, as shown in Fig. 7. The column specimens were bolted to the top and 

bottom wedge plates, and the pin-ended boundary conditions were achieved by means of a 

pair of knife edges located at a distance of 75 mm from the end plate at each end of the column 

specimen, as illustrated in Fig. 7. The knife edges allowed the column specimens to rotate 

freely around their major axis but rotation was fixed around the minor axis, leading to an 

effective length Lcr equal to 2182 mm (i.e. the sum of the column specimen length, two column 

end plate thicknesses and two distances between the knife edge and the corresponding 

column end plate) for each column specimen, as depicted in Fig. 7. The effective length Lcr 

was used in the determination of the column relative slenderness , as defined by Eq. (2) for 

non-slender cross-sections, where Ncr is the elastic buckling load; the relative slenderness  

of each of the column specimens is provided in Table 4. 

                                                            (2) 
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Table 4: Average measured geometric properties and key results of HSS and hybrid welded I-section 
columns. 

 

Specimen 
B H tf tw tweld A fy,f fy,w fy,a   wg Nu δu 

mm mm mm mm mm mm2 N/mm2 N/mm2 N/mm2   mm kN mm 

HSS-I-65×116×8×8 
-CFB 

65.04 116.77 8.36 8.42 7.08 2029 782.5 782.5 782.54 0.92 0.85 1158.2 6.9 

HSS-I-65×116×8×8 
-CFB-R 

65.12 116.60 8.36 8.33 6.71 2010 782.5 782.5 782.54 0.92 0.77 1079.2 5.3 

HSS-I-80×136×8×8 
-CFB 

79.58 137.24 8.36 8.26 5.10 2378 782.5 782.5 782.54 0.77 1.10 1418.1 6.0 

HYB-I-80×136×8×8 
-CFB 

79.97 136.06 8.32 8.16 7.09 2408 782.5 404.1 613.24 0.70 1.08 1242.5 6.8 

HYB-I-80×136×8×8 
-CFB-R 

79.87 136.68 8.37 8.17 6.15 2395 782.5 404.1 615.37 0.69 0.92 1243.5 5.8 
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(b) 

Fig. 7. Test setup for welded I-section columns (a) photograph and (b) schematic setup and 

arrangement of strain gauges and LVDTs. 

 

The initial out-of-straightness of each column specimen was measured prior to testing. The 

test setup for the measurement of the column out-of-straightness (i.e. initial global) 

imperfections wg is illustrated in Fig. 8. Note that only the initial out-of-straightness about the 

major axis of each column specimen was measured since the minor axis out-of-straightness 

was considered to have negligible influence on the major axis flexural buckling of the tested 

column specimens due to the fact that the column specimens were laterally restrained 

throughout the testing, as described later in this subsection. A pair of LVDTs was fixed on a 

bracket that could move up and down along the sliding rail of a straight aluminium support 

frame, while the column specimens were secured to a horizontal base, as shown in Fig. 8.  

The LVDTs were utilised to measure the variation in the out-of-straightness along the mid-

lines of both flanges over the full column length between the top and bottom stiffeners. The 

stiffened cross-sections were 100 mm away from the end-sections of the column specimens. 

The amplitude of the measured out-of-straightness wg was taken as the maximum value of the 

deviations of the displacement readings from a reference datum that passes through both the 

top and bottom displacement readings, as illustrated by the red dashed line in Fig. 8. Typical 
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measured out-of-straightness imperfections along the length of specimens made of the three 

investigated welded I-section profiles (see Fig. 3) are shown in Fig. 9. The maximum 

amplitudes of the measured out-of-straightness wg for all the column specimens are also 

reported in Table 4; all were less than the value of Lcr/1000 (Lcr being the effective length) of 

2.18 m. 

 

Fig. 8. Test setup for measurement of column out-of-straightness imperfections wg. 

 

  

Fig. 9. Typical measured out-of-straightness imperfections along the length of column specimens. 

All column flexural buckling tests were carried out using an Instron 2000 kN capacity testing 
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flange tips (at a distance of approximately 5 mm from the tip edges) at mid-height, with a pair 

of strain gauges on each flange face as shown in Fig. 7(b), to measure the outer fibre strains 

at the critical section. An LVDT was attached at the mid-height of each column specimen, as 

shown in Fig. 7, for the measurement of its lateral deflection. The initial loading eccentricity e0 

of each column test could be slightly adjusted within the 2 mm clearance between the bolt 

shanks and the holes in the wedge plates, as shown in Fig. 7. For each column test, e0 was 

adjusted such that the amplitude of the column global imperfection eg, equal to the measured 

initial out-of-straightness wg plus the initial loading eccentricity e0 achieved a value close to 

Lcr/1000, which is conventionally assumed in the development of column buckling design 

curves. The adjustment procedure was as follows: 1) prior to the actual testing, each column 

specimen was preloaded to approximately 20% of its expected failure load and the preload 

outputs, including the applied load and the strain gauge and LVDT readings, were recorded; 

2) the present column global imperfection eg was then determined by using Eq. (3), where E 

is the Young’s modulus, I is the second moment of area of the welded I-section about its major 

axis, εmax and εmin are the average strains from strain gauges on the concave and convex 

flanges of each column specimen, respectively, H is the cross-sectional depth as reported in 

Table 4 and N and Δ are the applied axial load and the corresponding mid-height lateral 

defection measured by the LVDT, respectively; 3) the column position was then adjusted and 

the process repeated until  the column global imperfection eg reached a value equal to or 

sufficiently close to Lcr/1000.  

( )max min

g

EI
e Δ

HN

 −
= −                                              (3) 

A restraint system was designed to prevent minor axis buckling of the column specimens 

without inducing any undesirable influence on their major axis flexural buckling behaviour. The 

restraint system was composed of a reaction frame and four lateral restraints, as shown in Fig. 

10. Each lateral restraint comprised two tee-shaped plates which were placed on either side 

of the web of the column specimens and connected using two M30 bolts, and a bracing 

member comprising two parallel S460 SHS 50×50×6.3 arms, as shown in Fig. 11. The 

assembled tee-shaped plates were connected to the bracing member using an M24 bolt. The 

shank of the M24 bolt was greased so that the assembled tee-shaped plates would be able to 

rotate around the bolt shank. Two 35 mm diameter Macalloy bars, as shown in Fig. 11, were 

also employed in each lateral restraint; one allowed adjustment of the length of the lateral 

restraint as well as the rotation of the lateral restraint about the axis of the bar, while the other 

permitted the horizontal movement of the lateral restraint as the column specimen deformed 

during testing. A spanner was used to rotate the threaded bar and thereby enable horizontal 

movement of the lateral restraints to match the deformation of the column specimens, as 

shown in Fig. 12. 
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Fig. 10. Restraint system for column flexural buckling tests. 

 

 

Fig. 11. Schematic drawing of lateral restraint for column flexural buckling tests. 
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Fig. 12. Adjustment of horizontal position of lateral restraints during testing. 

The lateral restraints were moved manually throughout the tests to match the lateral 

deflections of the column specimens at the corresponding heights. Fig. 13 illustrates the 

methodology for ensuring the alignment of the lateral restraint and the corresponding position 

on the column specimen. A pair of matching colour-coded ‘rainbow’ rulers with lines at 2 mm 

intervals were mounted to both ends of each lateral restraint, and a laser level was employed 

to generate a vertical line on the rulers. The restraints were adjusted such that the matching 

colours were aligned, ensuring that that restraints remained perpendicular to the web plane of 

column specimens. The adopted restraint system and adjustment approach ensured that 

lateral restraint was provided to the column specimens, while minimising any influence on the 

major axis flexural buckling response. 

 

Fig. 13. Use of laser to facilitate adjustment of the position of lateral restraints during testing. 
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The experimental axial load-mid-height lateral deflection curves for the HSS welded I-section 

columns and hybrid welded I-section columns are shown in Figs. 14(a) and 14(b), respectively. 

The ultimate major axis flexural buckling load Nu and the corresponding mid-height lateral 

deflection δu for each column are reported in Table 4. The failure modes of all tested columns 

are shown in Fig. 15; all column specimens buckled in the direction dictated by the global 

imperfections. As shown in Fig. 15, the failure of all column specimens was dominated by 

global buckling with no pronounced local buckling due to the stocky nature of the chosen 

cross-section profiles. The ultimate major axis flexural buckling loads Nu obtained from the 

tests are normalised by the plastic loads Npl = Afy,a and plotted against the relative slenderness 

 in Fig. 16, together with the EC3 column buckling curve b, as specified in prEN 1993-1-

1:2018 [8] for HSS welded I-section columns buckling about the major axis. It can be seen 

from Fig. 16 that the EC3 column buckling curve b provides accurate buckling strength 

predictions for both the HSS and hybrid welded I-section columns. 

 

(a) 

 

(b) 

Fig. 14. Experimental axial load-mid-height lateral deflection curves for (a) HSS welded I-section 

columns and (b) hybrid welded I-section columns. 
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   (a)                  (b)                   (c)                   (d)                    (e) 

Fig. 15. Failure modes of tested welded I-section columns (a) HSS-I-65×116×8×8-CFB, (b) HSS-I-

65×116×8×8-CFB-R, (c) HSS-I-80×136×8×8-CFB, (d) HYB-I-80×136×8×8-CFB, and (e) HYB-I-

80×136×8×8-CFB-R. 

 

Fig. 16. Comparison of major axis column flexural bucking test results with EC3 column buckling curve 

b. 
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3.4.  Beam tests  

3.4.1. General 

A total of six in-plane major axis three-point bending tests were conducted to investigate in-

plane flexural response of welded I-section beams comprising of high strength steels (HSS) 

and hybrid steels. The cross-sectional details were as explained in Subsection 3.1 and 

illustrated in Fig. 3. The nominal span of each beam specimens was 3000 mm, with a 100 mm 

extension at both ends beyond the supports. Stiffeners and bearing plates were welded at the 

mid-span loading point and reaction points at both supports to prevent web crippling under 

concentrated transverse loading. The nominal beam specimens were as illustrated in Fig. 17. 

Material tensile coupon tests were as described in Section 2. 

 

Fig. 17. Nominal beam specimen for three-point in-plane bending tests. 

3.4.2. Geometric dimension measurements 

Although specimens were manufactured based on their nominal dimensions, deviations in 

dimensions and localized distortions were inevitable during the cutting and welding 

procedures. Geometric dimensions of each tested beam specimen, measured by callipers at 

5 sections evenly located along the beam specimens, were taken prior to testing. The average 

measured geometric dimensions of each tested beam specimen are listed in Table 5, where 

B is the section width, H is the section height, tf is the flange thickness and tw is the web 

thickness. The local geometric imperfections were not measured for the beam specimens, but 

their magnitude would be expected to be similar to those for the stub columns and columns, 

and are listed in Table 5, where w0,f is the magnitude of imperfections in the flanges, while w0,w 

is the magnitude of imperfections in the web. 
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Table 5: Average measured geometric dimensions of beam specimens 
 

Series Specimen B H tf tw w0,f w0,w 

  mm mm mm mm mm mm 

Series 1 HSS-I-65×116×8×8-3PB 64.42 116.31 8.40 8.45 0.68 0.08 

 HSS-I-65×116×8×8-3PB-R 62.22 116.50 8.40 8.42 0.34 0.24 

Series 2 HSS-I-80×136×8×8-3PB 79.59 136.67 8.41 8.43 0.50 0.40 

 HSS-I-80×136×8×8-3PB-R 79.42 136.75 8.44 8.44 0.56 0.70 

Series 3 HYB-I-80×136×8×8-3PB 79.71 136.72 8.40 8.08 0.34 0.13 

 HYB-I-80×136×8×8-3PB-R 79.61 136.65 8.37 8.18 0.63 0.18 

 

 

3.4.3. Arrangement for beam tests 

A schematic view of the arrangement of the test rig and the instrumentation for the three-point 

in-plane bending tests is shown in Fig. 18. Each beam was simply supported between two 

steel rollers, resting on load cells to record the reaction forces. The tested beams were loaded 

symmetrically by an Instron 250 kN testing machine under displacement control at a rate of 

2.0 mm/min at mid-span. Four strain gauges were installed on the top and bottom flanges of 

the beam sections, close to the stiffened mid-span section. Two additional strain gauges were 

installed on the web at one of these locations. A string potentiometer was attached to the 

bottom flange of the stiffened mid-span section to record the vertical deflection of the beam 

during loading. Two inclinometers were fixed on the extended overhangs to record the in-

plane end rotations.  

     

 

Fig. 18. Schematic view of a three-point bending test set-up and instrumentation arrangement. 
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A lateral restraint system was employed to prevent lateral and torsional deformations of the 

beam specimens and hence to prevent lateral-torsional buckling (LTB). The restraint system 

was composed of 6 out-of-plane lateral restraints, which were similar to those described in 

Subsection 3.2 and illustrated in Fig. 19, but were able to move vertically, instead of 

horizontally, as the beam specimen deflected.  

 

Fig. 19. Schematic view of lateral restraint system for beam tests. 

In addition to the traditional instrumentation described above, a digital image correlation (DIC) 

system was also employed to provide more comprehensive deformation histories of the beam 

specimens. In order to capture the strain development and local buckling behaviour within the 

mid-span region of each beam specimen, a two-camera LaVision DIC system, with the focal 

lengths set to 35 mm, was utilized for image acquisition, as shown in Fig. 20. A thin layer of 

white paint was uniformly sprayed to the front part of the mid-span region facing the cameras, 

at least 350 mm long, as the background and then black paint was carefully sprayed to form 

a small speckle pattern (approximately 2 mm in diameter) that was able to deform 

simultaneously with the flanges and web and then reflect their deformation and strain histories 

after DIC analysis. During loading, the output signals from the hydraulic actuators were fed to 

the DIC system and then recorded at the same 2-second interval as the photos taken by the 

cameras into the database.  
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Fig. 20. DIC setup for the beam tests. 

3.4.4. Test execution and results 

All the tested beam specimens failed in-plane by inelastic local buckling. Fig. 21 depicts the 

elevation views and top views of the failure modes for each tested beam specimen. It can be 

observed that the upper parts of the beams, which consist of the top flange and upper-half of 

the web, within the mid-span region between the two central restraints had significant local 

buckling as well as some consequential lateral and torsional deformation in the final stages of 

the tests, as illustrated for specimens HSS-I-80×136×8×8-3PB-R and HYB-I-80×136×8×8-

3PB in Fig. 21. According to the DIC analysis, the maximum values of out-of-plane deformation 

were 18 mm for Series 1 beams (HSS-I-65×116×8×8-3PB), 27 mm for Series 2 beams (HSS-

I-80×136×8×8-3PB) and 35 mm for Series 3 beams (HYB-I-80×136×8×8-3PB), which were 

very small compared to vertical in-plane deformation. Comparisons among string 

potentiometer, strain gauges and DIC analysis are shown in Fig. 22 for beam specimens HYB-

I-80×136×8×8-3PB-R and HSS-I-65×116×8×8-3PB respectively. The results are generally in 

very close agreement; the small deviation in the strain measurements, which would be 

expected to be more sensitive than the displacement measurements owing to their more 

localised nature, may relate to the analysed DIC area not corresponding exactly with the 

location of the strain gauges. Out-of-plane deformation fields at the ultimate moment Mu and 

load-out-of-plane displacement histories at the critical region of beam specimens HSS-I-

65×116-1, HSS-I-80×136×8×8-3PB and HYB-I-80×136×8×8-3PB are shown in Fig. 23.  
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(a)  

 

 

 

(b)  

 

 

 

(c)  
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(e)  

 

 

(f)  

Fig. 21. Elevation and top views of failure modes for beam specimens: (a) HSS-I-65×116×8×8-3PB, (b) 

HSS-I-65×116×8×8-3PB-R, (c) HSS-I-80×136×8×8-3PB, (d) HSS-I-80×136×8×8-3PB-R, (e) HYB-I-

80×136×8×8-3PB, and (f) HYB-I-80×136×8×8-3PB-R. 

Local buckling
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(a)  

 

 

(b)  

 

Fig. 22. Comparison of typical load-deformation responses obtained from DIC and conventional 

instrumentation (a) vertical applied load versus vertical displacement measured at mid-span section by 

string potentiometer for beam specimen HYB-I-80×136×8×8-3PB-R, (b) strain development obtained 

from DIC and strain gauges at the positions highlighted in the diagrams for beam specimen HSS-I-

65×116×8×8-3PB. 
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(a)  

  

(b)  

 

  

(c)  

Fig. 23. Out-of-plane deformation field diagrams at the moment of reaching Mu and load-out-of-plane 

displacement histories at the critical region of the beam: (a) HSS-I-65×116×8×8-3PB, (b) HSS-I-

80×136×8×8-3PB, and (c) HYB-I-80×136×8×8-3PB. 
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Fig. 24. Moment-rotation curves at mid-span of each tested beam specimen. 

 

The relationships between mid-span bending moment and mid-span rotation obtained from 

each beam test are plotted in Fig. 24, where the bending moment was determined from the 

applied load, with allowance for the horizontal movement at the supports, and the mid-span 

rotation was determined as the sum of the end rotations recorded by the two inclinometers at 

the supports. Since the beam specimens of Series 2 (HSS-I-80×136×8×8-3PB(-R)) and Series 

3 (HYB-I-80×136×8×8-3PB(-R)) had the same cross-section dimensions and span, the initial 

slopes of the moment-rotation relationships were similar. The series 1 beams (HSS-I-

65×116×8×8-3PB(-R)) had a smaller cross-section, and therefore lower initial stiffnesses, as 

reflected in the slope of the moment-rotation relationships. 

The elastic component of the mid-span rotation of each beam specimen at the plastic bending 

moment Mpl, denoted ϕpl, can be calculated using Eq. (4), where I is the second-moment of 

area, calculated from their average measured dimensions, and L is the beam span of 3000 

mm. The rotation capacities R were determined from Eq. (5), based on their ultimate mid-span 

rotations ϕu. Note that the tests were discontinued prior to the bending moment dropping below 

Mpl; the obtained rotation capacities may therefore be considered to be lower bounds. 
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     (5) 

The key properties of the test specimens and results from the beam experiments are reported 

in Table 6, including the cross-section plastic moment capacity Mpl, the ultimate bending 

moment Mu obtained from the tests, the ratio of Mu/Mpl, the elastic component of mid-span 

rotation at Mpl (i.e. ϕpl), the ultimate mid-span rotation ϕu and the cross-section rotation capacity 

R for each specimen. The normalised mid-span moment-rotation relationships for all of the 

tested beam specimens are plotted in Fig. 25. It can be observed that the hybrid beam 

specimens achieved higher Mu/Mpl ratios owing to the more compact web and the greater 

extent of strain hardening in the S355 steel. Each curve is plotted separately in Fig. 26, 

together with the corresponding strain fields, obtained from the DIC analysis, within the mid-

span regions, at the points when the cross-section elastic bending moment Mel, cross-section 

plastic bending moment Mpl and cross-section ultimate bending moment Mu were achieved. 

The local buckling failure mode can be seen in all cases. The normalized ultimate bending 

moment Mu/Mpl for each specimen is plotted against the flange and web slenderness ratio 

(c/tfεf and c/twεw respectively, where εf=√235/fy,f  and εw=√235/fy,w ) in Fig. 27 and Fig. 28. 

Additionally, the relationship between normalized ultimate bending moment Mu/Mpl and non-

dimensional plate slenderness 𝜆̅ p,f and 𝜆̅ p,w are plotted in Fig. 29 and Fig. 30. It can be 

concluded that all the tested beam specimens, both the HSS beams and hybrid beams, have 

sufficient bending resistance in the ultimate limit state according to EN 1993-1-1[6], but further 

investigation is necessary to investigate the rotation capacity of the beams, as conducted in 

the finite element studies presented in Deliverable D2.4.  

Table 6: Key experimental results and calculated actual rotational capacity. 
 

Series Specimen Mpl Mu Mu/Mpl ϕpl ϕu R 

  kNm kNm - rad rad - 

Series 1 HSS-I-65×116×8×8-3PB 66.0 69.5 1.05 0.11 0.35 >2.14 ** 

 HSS-I-65×116×8×8-3PB-R 64.6 67.5 1.05 0.11 0.35 >2.23 ** 

Series 2 HSS-I-80×136×8×8-3PB 95.8 101.0 1.05 0.10 0.30 >1.93 ** 

 HSS-I-80×136×8×8-3PB-R 95.9 100.9 1.05 0.11 0.28 >1.67 ** 

Series 3 HYB-I-80×136×8×8-3PB 81.8 91.4 1.12 0.09 0.30 >2.50 ** 

 HYB-I-80×136×8×8-3PB-R 81.6 90.8 1.11 0.08 0.32 >2.91 ** 

** Test discontinued before moment at mid-span cross-section fell below Mpl on descending branch. 

u

pl

1R



= −
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(a) 

 

(b) 

Fig. 25. Normalised mid-span moment-rotation relationships for (a) HSS and (b) hybrid beam 

specimens. 
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(a)  

 

 

(b)  
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(c)  

 

 

(d)  
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 (e)   

 

 

 (f)  

Fig. 26. Normalized moment-rotation curves for all 6 beam specimens: (a) HSS-I-65×116×8×8-3PB, (b) 

HSS-I-65×116×8×8-3PB-R, (c) HSS-I-80×136×8×8-3PB, (d) HSS-I-80×136×8×8-3PB-R, (e) HYB-I-

80×136×8×8-3PB, (f) HYB-I-80×136×8×8-3PB-R. (Positive strains are tensile). 
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Fig. 27. Normalised moment capacity against flange slenderness (c/tfεf) for the tested beam specimens. 

[Series 1: HSS-I-65×116×8×8-3PB(&R), Series 2: HSS-I-80×136×8×8-3PB(&R), Series 3: HYB-I-

80×136×8×8-3PB(&R)]. 

   

Fig. 28. Normalised moment capacity against web slenderness (c/twεw) for the tested beam specimens. 

[Series 1: HSS-I-65×116×8×8-3PB(&R), Series 2: HSS-I-80×136×8×8-3PB(&R), Series 3: HYB-I-

80×136×8×8-3PB(&R)]. 

 

0.0

0.2

0.4

0.6

0.8

1.0

1.2

1.4

1.6

1.8

0 2 4 6 8 10 12 14 16

M
u
/M

p
l

c/tf εf

Series 1&2

Series 3

Class 1 Class 2 and higher

0.0

0.2

0.4

0.6

0.8

1.0

1.2

1.4

1.6

1.8

0 10 20 30 40 50 60 70 80 90 100

M
u
/M

p
l

c/twεw

Series 1&2

Series 3

Class 1
Class 2 and 
higher



STROBE 

37 
 

    

Fig. 29. Normalised moment capacity against non-dimensional flange slenderness (𝜆̅p,f) for the tested 

beam specimens. [Series 1: HSS-I-65×116×8×8-3PB(&R), Series 2: HSS-I-80×136×8×8-3PB(&R), 

Series 3: HYB-I-80×136×8×8-3PB(&R)].  

    

Fig. 30. Normalised moment capacity against non-dimensional web slenderness (𝜆̅p,w) for the tested 

beam specimens. [Series 1: HSS-I-65×116×8×8-3PB(&R), Series 2: HSS-I-80×136×8×8-3PB(&R), 

Series 3: HYB-I-80×136×8×8-3PB(&R)]. 
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4. FRAME TESTING 

4.1. General 

A total of twelve two-dimensional, single bay, single storey, unbraced rectangular frames was 

tested. For each of the twelve tested frames, the same welded I-section was used for both the 

columns and beam. The frame specimens were categorised into three series, with each series 

consisting of four identical frames, according to their cross-section (CS) profile: Series 1 (CS1 

HSS-I-65×116×8×8), Series 2 (CS2 HSS-I-80×136×8×8) and Series 3 (CS3 HYB-I-

80×136×8×8), as illustrated in Fig. 3. Fig. 31 shows the configurations of the test frame 

specimens; the span of the frame specimens (i.e. the distance between the column centrelines) 

was 3.168 m and the height of the frame specimens (i.e. from the base of the columns to the 

centreline of the beam) was 2 m.  The average measured geometric dimensions of the cross-

section of each frame specimen are presented in Table 7; the cross-sectional properties of 

each frame specimen, calculated based on the average measured values, are also presented 

in Table 7, where A is the cross-sectional area, Wel and Wpl are the elastic and plastic section 

moduli, respectively, and Mel and Mpl are the elastic and plastic bending moment capacity, 

respectively. The frame specimens are labelled according to their cross-section profile and 

loading condition, as shown in Table 7, in which ‘V’ represents the frame specimen subjected 

to pure vertical load, ‘H’ represents the frame specimen subjected to pure horizontal load, and 

‘V&H-1’ and ‘V&H-2’ represent the frame specimens subjected to combined vertical and 

horizontal loads, with different vertical-to-horizontal load ratios. More details about the loading 

conditions are given in Subsection 4.3. Note that in this report, unless otherwise stated, the 

cross-sectional properties are given with respect to the major axis of in-plane bending. Also 

note that, in Table 7, Mel is defined for the hybrid welded I-sections as the bending moment at 

which the stress at the extreme outer-fibre of the web reaches its yield strength fy,w, which is 

lower than the yield strength of the flange fy,f.  

 



STROBE 

39 
 

 

Fig. 31. Configuration of frame specimens (unit in mm) and instrumentation, including strain gauges 

(SG), string potentiometers (SP) and inclinometers (I). 

Table 7: Average measured geometric dimensions and cross-sectional properties of frame 
specimens. 

 

Series Frame label 
B H tf tw tweld A Wel Wpl Mel Mpl 

mm mm mm mm mm mm2 mm3 mm3 kNm kNm 

Series 
1 

HSS-I-65×116-V 63.64 115.20 8.31 8.21 5.21 1921.3 6.607×104 7.905×104 51.70 61.86 

HSS-I-65×116-H 64.10 115.73 8.41 8.29 5.52 1959.1 6.770×104 8.103×104 52.98 63.41 

HSS-I-65×116-V&H-1 64.08 115.79 8.36 8.22 4.96 1934.9 6.696×104 8.007×104 52.40 62.66 

HSS-I-65×116-V&H-2 64.00 115.30 8.33 8.24 4.87 1926.5 6.632×104 7.933×104 51.90 62.08             

Series 
2 

HSS-I-80×136-V 79.06 136.77 8.47 8.39 5.61 2407.6 1.014×105 1.197×105 79.35 93.66 

HSS-I-80×136-H 79.63 136.46 8.51 8.42 5.56 2422.8 1.020×105 1.203×105 79.80 94.15 

HSS-I-80×136-V&H-1 78.20 136.76 8.36 8.26 5.11 2351.2 9.893×104 1.167×105 77.42 91.35 

HSS-I-80×136-V&H-2 79.02 136.60 8.35 8.28 4.92 2360.8 9.939×104 1.172×105 77.77 91.72             

Series 
3 

HYB-I-80×136-V 79.41 136.89 8.29 8.26 5.66 2374.4 1.003×105 1.183×105 50.92 79.83 

HYB-I-80×136-H 79.20 136.60 8.34 8.24 5.37 2366.9 9.986×104 1.177×105 50.49 79.62 

HYB-I-80×136-V&H-1 78.76 136.75 8.44 8.35 4.90 2378.3 1.001×105 1.181×105 50.23 79.99 

HYB-I-80×136-V&H-2 79.57 136.62 8.48 8.36 5.33 2406.7 1.015×105 1.197×105 51.41 81.09 

 

4.2. Beam-to-column connections 

The beam-to-column connections were designed to be rigid adopting an extended end-plate 

joint, as shown in Fig. 32. Note that in Fig. 32, the white paint on the surface of the beam-to-

column connection are a speckle pattern for the digital image correlation (DIC) technique that 

was employed during the frame testing to measure the full field displacement of the specimens. 
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The specially designed beam-to-column connection comprised a 16-mm thick beam end plate, 

made of S690 steel, which was fillet welded to the beam end and bolted to the column flange 

using eighteen preloaded high strength M12 or M16 bolts for the frame specimens composed 

of the smaller (I-65×116×8×8) or larger (I-80×136×8×8) welded I-section, respectively. The 

beam end plate has a greater width than that of its connected column, thereby enabling the 

beam-to-column connection to be further strengthened by means of bolting the beam end 

plate to a strengthening plate attached to the outer side of the column flange using ten 

preloaded high strength M20 bolts, as illustrated in Fig. 32. Grade 8.8 bolts were used in the 

connections of the first tested frame specimen (i.e. HSS-I-100-65-V), while higher grade (12.9) 

bolts, which by then were available in the laboratory, were adopted in the remaining frame test 

specimens, with a goal of improving the rotational stiffness of the connection, as further 

discussed in Subsection 5.3.2. All bolts were tightened to predetermined torque values 

according to the requirements set out in BS EN 1090-2: 2018 [1]. Each of the M20 bolts was 

housed within an HSS tube, positioned between the beam end plate and the stiffening plate 

(see Fig. 32), to prevent the inward bending of the two plates due to the preload in the high 

strength M20 bolts. The dimensions and the layout of the bolts for the beam-to-column 

connections of the frame specimens composed of the smaller (I-65×116×8×8) and larger (I-

80×136×8×8) welded I-section are shown in Figs 33(a) and 33(b), respectively. The different 

types of stiffeners (i.e. horizontal stiffeners, vertical stiffeners, diagonal stiffeners and beam 

end plate stiffeners, as indicated in Figs 32 and 33) were welded onto the frame panel zones 

and the beam end plates to prevent panel zone shear failure as well as the failure of the end 

plates. Note that the presence of the beam end plate stiffeners also had the effect of shifting 

the plastic hinge locations away from the beam ends to the beam sections where the stiffeners 

terminate, as do the column end plate stiffeners described in the Subsection 4.3.1. 

  

Fig. 32. Beam-to-column connection. 
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(a) 

 

 

(b) 

Fig. 33. Configurations of beam-to-column connections for frame specimens composed of (a) I-

65×116×8×8 and (b) I-80×136×8×8 cross-sections. 

An additional 10-mm thick bearing plate was inserted between the beam end plate and the 

column flange for the frame specimens composed of the smaller welded I-section (I-

65×116×8×8) to keep the same distance between the centrelines of the two columns the same 

as for the frame specimens with the larger welded I-section (I-80×136×8×8); this aided the 

installation process, as explained further in Subsection 4.3.  

4.3. Test setup and instrumentation 

The schematic solidworks model of the frame test setup is shown in Fig. 34. The test rig 

contains three main hydraulic actuators, four external support frames and top and bottom 

loading beams, as illustrated in Fig. 34.  
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4.3.1. Loading conditions 

Different loading conditions were applied to the four frame specimens within each of the three 

test series, with one subjected to vertical load V only applied at the mid-span of the beam, one 

subjected to horizontal load H only applied to the bottom loading beam and the other two 

subjected to different combinations of V and H. The vertical load was applied using two 232 

kN (25 tonne) hydraulic actuators, which were mounted on the bottom flange of the top loading 

beam, in alignment with the mid-span of the beam of the frame specimen. The top loading 

beam was a cold-formed square hollow section (SHS) of dimensions 250 × 250 × 8 mm in 

grade of S700 steel, which was fixed to the vertical support frame, as shown in Fig. 34. The 

two vertical hydraulic actuators, placed next to each other in parallel, were fed by a single 

pump in order to ensure even loading. The vertical load was measured using a calibrated load 

cell positioned under the vertical hydraulic actuators and applied through a steel roller, as 

shown in Fig. 35. A pair of stiffeners was welded to the frame specimen at the vertical loading 

point to prevent web crippling due to the concentrated vertical load, as also shown in Fig. 35. 

 

Fig. 34. Schematic solidworks model of frame test setup. 
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Fig. 35. Vertical loading system. 

The horizontal load was applied to the bottom loading beam by a 250 kN hydraulic actuator, 

as shown in Fig. 36, which was mounted on the left horizontal support frame as illustrated in 

Fig. 34. The frame specimen was fixed to the bottom loading beam, which was seated on 

several greased roller bearings, allowing the frame specimen to move in-plane with minimal 

friction. The frame specimen was horizontally restrained at the top of the right-hand column 

(see Figs. 34 and 37) by a horizontal restraint system. The horizontal restraint system included 

a manual hydraulic pump, a bearing plate and a set of steel rollers, as illustrated in Fig. 37. 

The bearing plate was connected via a hinge to the strengthening plate of the right-hand 

beam-to-column connection and placed adjacent to a set of roller bearings which was 

supported by the right-hand horizontal support frame, as shown in Fig. 34. A manual hydraulic 

pump was fixed to the bearing plate and the pump head (featuring the roller bearings) was 

attached to the surface of the strengthening plate prior to testing, as shown in Fig. 37(a). For 

the frame specimens that were loaded horizontally, the manual hydraulic pump was used to 

adjust the position of the bearing plate to remain vertical during testing, as shown in Fig. 37(b); 

this ensured that the reaction remained horizontal, despite the rotation of the right-hand beam-

to-column connection. The horizontal load was applied at the base level to allow the vertical 

actuator to remain stationary during testing, rather than requiring it to move laterally with the 

frame. This loading configuration is statically equivalent to applying the horizontal load at the 

right-hand beam-to-column connection and restraining lateral movements at the column bases, 

and similar to that employed by [12]. Note that the bottom loading beam was of the same 

cross-section profile as the top loading beam, but was filled with concrete to prevent any local 

failure of the tube due to the concentrated loading. 
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Fig.36. Horizontal loading system. 

                      

(a)                                                                                 (b) 

 

Fig. 37. Horizontal restraint system (a) prior to testing, (b) during testing. 

Specially fabricated load cells, as shown in Fig. 38 and described in more details in the next 

sub-section, were used to measure the reaction forces and moments at the column bases. 

For each frame specimen, an end plate was welded to the bottom end face of each column. 

The end plate of each column was bolted to the fabricated load cell using four Grade 8.8 M16 

bolts. The bottom load cell plate at each column base was welded to the bottom loading beam, 

as shown in Fig. 38(a). To enhance the rigidity of the column base connections, a 38-mm-

thick U-shaped strengthening plate made of S355 steel was placed on the top of each column 

end plate and bolted to the top load cell plate by means of four Grade 8.8 M30 bolts. Stiffeners 

were also welded at each column base to strengthen the column end plates. 
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(a) 

 

 

 

(b) 

Fig. 38. Column base connection (a) photo, (b) schematic solidworks model. 

4.3.2. Load cells 

Three load cells were designed and fabricated for capturing the support reactions at the fixed 

ends of the frame columns. Each load cell consisted of two 38-mm-thick steel plates and four 

cylindrical steel studs (80 mm in depth and 50 mm in diameter) welded in between the top and 

the bottom plates, as illustrated in Figs. 38(b) and 39. Each of the four steel studs was 

equipped with four strain gauges, as shown in Fig. 39, to measure the longitudinal strains at 

different locations; these strains were used for the determination of the reaction forces and 

bending moments at the column bases. 
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Fig. 39. Dimensions of load cells (units in mm) and arrangement of strain gauges. 

As shown in Fig. 38, a load cell was placed beneath each column of the frame specimen for 

measuring the vertical reaction loads and bending moments at the column bases, while an 

additional load cell was welded in the middle position of the bottom loading beam, as shown 

in Fig. 40, to determine the horizontal reaction loads (i.e. shear forces) at the column bases.  

 

Fig. 40. Load cell placed at the middle of the bottom loading beam. 

Before fixing to the frames, the load cells were tested using an Instron 3500 kN hydraulic 

testing machine for calibration purposes, as shown in Fig. 41. The aim of the calibration tests 

was to assess the accuracy of the fabricated load cells in measuring different applied loads 

and bending moments. The test setup for the load cells is shown in Fig. 41. The load cells 

were placed between a pair of knife edges to achieve pin-ended boundary conditions. The 

knife edges were placed at different locations in order to generated different loading 

eccentricities e, and thus different combinations of axial load Nappl and bending moments Mappl 

= eNappl. Note that uncut load cell plates were employed in the calibration tests before cutting 

them to the required dimensions to allow loading scenarios with larger loading eccentricities 

e, and consequently greater bending moments, to be achieved, as shown in Fig. 41. For each 

calibration test, a small alignment load of 10 kN was first applied to the load cell to ensure full 

contact between the knife-edges and the V-grooved pit plates; the applied load Nappl was then 
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increased to a target value at a constant rate of approximately 10 kN/min. The readings from 

all strain gauges (i.e. 16 strain gauges for each load cell) were recorded at 1-s intervals using 

the data acquisition system DATASCAN. The strain gauge readings were then used to 

determine the measured vertical loads Nmeas and measured bending moments Mmeas. The 

measured vertical loads Nmeas were simply determined using Eq. (6), where Astud is the cross-

sectional area of each steel stud, E is the Young’s modulus taken as 210,000 N/mm2 and εave,i 

is the average strain measured in each steel stud (labelled as A, B, C and D as shown in Fig. 

39).  

meas stud ave,i

i=A,B,C,D

N A E =                                                    (6) 

The measured bending moment Mmeas was determined from Eq. (7), where Mmeas,N is the 

bending moment generated by the equivalent vertical load in each steel stud, which can be 

calculated from Eq. (8), and Mmeas,LB is the sum of the local bending moments in the steel studs, 

as calculated using Eq. (9). In Eq. (8) and (9), s is the centreline distance between the studs 

in the direction perpendicular to the bending axis, as indicated in Fig. 39, Istud is the second 

moment area of each steel stud, d is the diameter of the studs, and εmax,i and εmin,i are the 

strains on the convex and concave sides (from the strain gauges at locations 1 and 3, as 

shown in Fig. 39) of each steel stud, respectively.  

meas meas,N meas,LBM M M= +                                                      (7)  

meas,N stud ave,A stud ave,B stud ave,C stud ave,D
2

s
M A E A E A E A E   = + − −                     (8) 

( )stud max,i min,i

meas,LB

i A,B,C,D

EI
M

d

 

=

−
=                                          (9)          

         

 

         

                        

Fig.41. Test setup for calibration of load cells with uncut plates. 
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Table 8 shows a comparison of the applied and measured vertical loads and bending moments 

from a series of calibration tests with different loading eccentricities e. Note that e = 0 

represents the case of concentric loading. Also note that the negative value of e represents 

the applied load is placed on the right-hand of the central line of the load cell and vice versa, 

as indicated in Fig. 41. Overall, good agreement between the applied and measured axial 

loads and bending moments can be seen from the comparison results in Table 4, with the 

mean ratios of the measured to applied load Nmeas/Nappl and bending moment Mmeas/Mappl being 

1.037 and 0.997, and the corresponding coefficients of variation (COV) of 0.020 and 0.013, 

respectively. Fig. 42 presents typical comparisons of the applied and measured vertical loads 

and bending moments from the calibration tests. It can be seen from both Table 4 and Fig. 42 

that the fabricated load cells can accurately measure the applied axial loads and bending 

moments and thus are suitable for capturing the reactions at the column bases in the frame 

tests. 

Table 8: Comparison of the applied and measured axial loads as well as bending moments 
 

Test No. Eccentricity e Nappl Nmeas Mappl Mmeas Nmeas/Nappl Mmeas/Mappl 

 mm kN kN kNm kNm   

1 0 100.6 107.4 - - 1.067 - 

2 0 120.7 126.5 - - 1.049 - 

3 50 80.3 82.7 4.3 4.4 1.030 1.005 

4 100 120.1 124.4 12.0 12.2 1.035 1.014 

5 150 100.1 99.9 15.0 15.0 0.998 0.996 

6 -50 120.1 124.2 12.0 11.8 1.034 0.981 

7 -100 99.5 103.8 10.0 9.8 1.043 0.986 

Mean      1.037 0.997 

COV      0.020 0.013 

 
 

 

(a) (b) 

Fig. 42. Comparison of applied and measured (a) vertical loads and (b) bending moments. 
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4.3.3. Lateral restraints 

A restraint system was carefully designed to prevent out-of-plane instability of the test frames 

without inducing any undesirable in-plane restraint. The restraint system comprised of a total 

of 14 out-of-plane lateral restraints, among which 6 were used to provide lateral restraint to 

the beam of the test frames and 4 provided lateral restraint to each column, as shown in Fig. 

34. Each out-of-plane lateral restraint comprised two tee-shaped plates which were placed on 

either side of the web of the beam or column section of the frame specimens and connected 

using two M30 bolts, and a bracing member comprising two parallel S460 SHS 50×50×6.3 

arms, as shown in Fig. 43. The assembled tee-shaped plates were connected to the bracing 

member using an M24 bolt. The shank of the M24 bolt was greased so that the assembled 

tee-shaped plates would be able to rotate around the bolt shank. Two 35 mm diameter 

Macalloy bars, as shown in Fig. 43, were also employed in each lateral restraint; one allowed 

adjustment of the length of the lateral restraint as well as the rotation of the lateral restraint 

about the axis of the bar, while the other permitted the horizontal (for column lateral restraints) 

or vertical (for beam lateral restraints) movement of the lateral restraint as the frame specimen 

deformed during testing. A spanner was used to rotate the threaded bar and thereby enable 

horizontal movement of the lateral restraints to match the deformation of the test specimens, 

as shown in Fig. 44.  

                

(a) 

 

 

(b) 

Fig. 43. Out-of-plane lateral restraints for the beam and columns of the test frames (a) photo and (b) 

schematic drawing. 
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Fig. 44. Adjustment of horizontal position of column lateral restraints. 

A spirit level ruler was placed on each beam lateral restraint to facilitate adjustment to ensure 

the restraint remained horizontal throughout testing. Similarly, the column lateral restraints 

were moved along with the displacements of the columns of the frame specimens at the 

corresponding heights. Fig. 45 illustrates the methodology for ensuring the alignment of the 

column lateral restraint and the corresponding position on the column of the frame specimen. 

A pair of matching colour-coded ‘rainbow’ rulers with lines at 2 mm intervals were mounted to 

both ends of each column lateral restraint, and a laser level was employed to generate the 

vertical line on the rulers. The restraints were adjusted such that the matching colours were 

aligned, ensuring that that restraints remained perpendicular to the plane of the frames. The 

adopted restraint system and adjustment approach ensured that lateral restraint was provided 

to the frames, while minimising any influence on the in-plane response. 

 

Fig. 45. Use of laser to adjust the position of column lateral restraints. 

Out-of-plane lateral restraint was also applied at the top end of each column by using a pair 

of bearing plates fastened to the top loading beam, as shown in Fig. 46. A specially devised 
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roller bearing was fixed on the top of each column, the displacement of which was constrained 

to remain in-plane by the upper bearing plates.  Specifically, the roller bearing was welded to 

a fabricated clamp, placed on the top of each column, which was composed of three steel 

plates and had an I-shaped groove on its bottom to accommodate the top end section of the 

column. The roller bearing was used in order to allow the frame specimen to deform in-plane 

with minimum, if any, friction being generated. 

 

 

 

Fig. 46. Lateral restraint at the top ends of frame columns. 

4.4. Instrumentation 

Electrical resistance strain gauges were mounted on the top and bottom flanges at selected 

locations on the frame specimens to estimate bending moments and monitor the strain 

development histories during testing. As indicated in Fig. 31, a total of eight beam and column 

sections (Section 1-1 to Section 8-8 in Fig. 31) were monitored, located adjacent to (i.e. at a 

distance of 50 mm from the corresponding stiffened section) the base of each frame column, 

the beam-to-column connections and the mid-span of the beam, covering the most highly 

stressed regions of the frames under the different loading scenarios. String potentiometers 

(SP) were used to measure the in-plane vertical deflections at the mid-span of the beam (see 

SP3 in Fig. 31) and the in-plane horizontal deflections at the base and top of each column 

(see SP1, SP2, SP4 and SP5 in Fig. 31). Note that SP4 was placed below the strengthening 

plate of the right beam-to-column connection for the frame specimens subjected to horizontal 

loading to avoid conflict with the horizontal restraint system, as shown in Fig. 40. In addition, 

a total of six inclinometers (I) was employed on each frame, positioned close to the beam-to-

column connections and the column base connections, as illustrated in Fig. 31, to measure 

the connection rotations and evaluate their rotational stiffnesses, as described in the next 

section. The test outputs, including the applied loads and displacements from the hydraulic 

actuators, as well as readings from the strain gauges, string potentiometers and inclinometers, 

were continuously monitored and recorded at 1-s intervals using the data acquisition system 

DATASCAN.  
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4.5. Digital Image Correlation (DIC) 

Digital Image Correlation (DIC) was also employed in the frame tests to provide more 

comprehensive measurements of the full-field displacements of the frame specimen, as well 

as the surface strain field within particular regions of interest (i.e. the plastic hinges). A four-

camera LaVision DIC system was used for the image acquisition, as shown in Fig. 47, among 

which two cameras with 8 mm focal length lenses (Cameras 1 and 2 in Fig. 47) were used to 

monitor the deformation fields of the full frame specimens, while the other two cameras 

(Cameras 3 and 4 in Fig. 47), which were equipped with longer focal length lenses of 35 mm 

to ensure sufficient resolution, were employed to record the surface strain field at the most 

highly stressed region (i.e. the region where the first plastic hinge formed), which could be 

either at the base of one column or at the mid-span of the beam depending on the loading 

scenario, throughout testing. Prior to testing, the front surface of all frame specimens was 

sprayed with a thin layer of black paint, on top of which different random white speckle patterns 

were drawn in order to achieve an average speckle size of 3-5 pixels in the acquired images 

from the two pairs of cameras. Consequently, a sufficiently small speckle pattern was applied 

to the most highly stressed region while a larger speckle pattern was chosen for the remainder 

of the frame specimens, as illustrated in Fig. 47. The output signals from the horizontal and 

vertical hydraulic actuators were fed into the DIC system through an analogue-to-digital 

converter, while images were captured at 2-s intervals and processed in the software DaVis 

[5]. The measurements from the strain gauges, string potentiometers and inclinometers, as 

described in the previous subsection, were used to corroborate the DIC measurements at key 

locations, as discussed in Subsection 5.3.1. 

 

Fig. 47. DIC setup and speckle patterns for frame tests. 
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4.6. Imperfection measurements 

The frame imperfections, including the initial out-of-straightness of the column members and 

the initial out-of-plumbness of the frame (i.e. the initial sway imperfection) following the 

assembly process, were measured prior to the frame testing. These imperfections can 

influence the response and ultimate resistance of frame structures, and thus need to be 

appropriately considered in the structural analysis. 

The initial imperfections of the assembled frame specimens, including out-of-plumbness of the 

frames, as well as out-of-straightness of the members, were measured. Plumb and horizontal 

lines were generated using a laser adjacent to the columns and beams of the frame specimens, 

respectively, to serve as reference lines from which deviations could be measured at a series 

of different locations, marked with cross-shaped points in Fig. 48. The resulting imperfection 

measurements for all frames are shown in Fig. 48. The magnitudes of the measured in-plane 

out-of-plumbness (i.e. the initial sway imperfection) for all frame specimens was less than the 

equivalent sway imperfection value specified in Clause 5.3.2(3) of EN 1993-1-1:2005 [6]. The 

initial out-of-plane imperfections were also measured using the same method described above, 

while the lateral positions of the frame specimens were adjusted using the lateral restraints 

(through the Macalloy bars positioned in parallel with the length of the lateral restraints, as 

shown in Fig. 43) to ensure that the amplitudes of the out-of-plane imperfections were less 

than 2 mm for all frame specimens. These small amplitudes of out-of-plane imperfections, 

coupled with the fact that the frame specimens were laterally restrained throughout the testing, 

meant that the out-of-plane imperfections and deformations were considered to have 

negligible influence on the structural performance of the tested frame specimens. 

 

(a) 

Frame with perfect geometry

Frame with measured imperfections (scaled by 200)

                           

Max. deviation in Y: 2.2 mm

X

Y
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(b) 

 

 

(c) 

Fig. 48. Typical measured in-plane imperfections for frame specimens (a) HSS-I-65×116-V,  (b) HSS-

I-80×136-V and (c) HYB-I-80×136-V. 
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5. FRAME TEST OBSERVATIONS 

The key results measured from the frame experiments, including the ultimate collapse loads, 

failure modes, load-deformation histories and rotational stiffnesses of the different connections, 

are presented and discussed in this section. For the frames subjected to combined loading, 

the vertical load Vtest was first applied at the mid-span of the beam until the pre-determined 

load was reached. The vertical load Vtest was then held constant while the horizontal load Htest 

was applied at the column base through the bottom loading beam until either collapse of the 

frame or excessive deformation occurred. For all the frame tests, the vertical load was applied 

under load control at a slow rate of approximately 5 kN/min, while the horizontal load was 

introduced under displacement control at approximately 2 mm/min.  

Table 9 summarises the maximum vertical loads (or the pre-determined vertical loads for the 

frame specimens subjected to combined loading) Vtest,max and the corresponding vertical 

displacements at the mid-span of the beam of the frame specimens δmid, as well as the 

maximum horizontal loads Htest,max and the corresponding horizontal displacements at the 

column bases of frame specimens δbase.  

Table 9: Summary of maximum applied loads and the corresponding displacements for frame 
specimens. 
 

Series Frame label 

Vertical loading 
step 

Horizontal loading 
step 

Vtest,max δmid Htest,max δbase 

kN mm kN mm 

Series 1 

HSS-I-65×116-V 161.9 173.5 - - 

HSS-I-65×116-H - - 154.5 247.8 

HSS-I-65×116-V&H-1 101.3 38.7 123.9 203.2 

HSS-I-65×116-V&H-2 130.3 54.0 98.8 204.1 
 

     

Series 2 

HSS-I-80×136-V 264.6 143.4 - - 

HSS-I-80×136-H - - 236.6 244.0 

HSS-I-80×136-V&H-1 152.7 37.0 173.9 174.6 

HSS-I-80×136-V&H-2 210.6 58.3 122.8 124.9 
 

     

Series 3 

HYB-I-65×116-V 227.0 155.2 - - 

HYB-I-65×116-H - - 191.9 205.3 

HYB-I-65×116-V&H-1 131.1 30.0 169.6 221.5 

HYB-I-65×116-V&H-2 170.1 39.0 137.8 165.4 
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5.1. Failure modes 

5.1.1. Frame specimens subjected to vertical load only 

The failure modes of the tested frame specimens subjected to vertical load only featured a 

beam collapse mechanism where significant plastic deformations were observed at the mid-

span of the beam (i.e. the position where the vertical load was applied) and adjacent to the 

beam-to-column connections, as displayed in Fig. 49. Significant inelastic local buckling was 

also observed at the mid-span of the beam for frame specimen HYB-I-65×116-V, as illustrated 

in Fig. 49(c). The maximum measured tensile strain occurred at the bottom flange adjacent to 

the mid-span of the beam (as obtained from the strain gauge readings of either SG8 or SG10, 

as illustrated in Fig. 31), and reached about 8.5%, 6.9% and 4.3% for specimens HSS-I-

65×116-V, HSS-I-80×136-V and HYB-I-80×136-V, respectively, as listed in Table 10, all far in 

excess of the yield strain of 0.37% measured from the tensile coupon tests, as given in Table 

10. Large tensile strains were also measured at the outer flanges of the columns adjacent to 

the beam-to-column connections (i.e. SG3 at Section 2-2 and SG13 at Section 7-7, as 

illustrated in Fig. 31), with maximum tensile strains attained up to 3.1%, 2.0% and 2.6% for 

specimens HSS-I-65×116-V, HSS-I-80×136-V and HYB-I-80×136-V, respectively, as listed in 

Table 10, all lower than their corresponding maximum tensile strain value measured adjacent 

to the critical beam section (i.e. the mid-span of the beam) but much higher than the yield 

strain of 0.37%. Note that the maximum measured tensile strains from the pair of sections 

located adjacent to the beam-to-column connections (i.e. Section 2-2 and Section 3-3, and 

Section 6-6 and Section 7-7 as illustrated in Fig. 31) as well as the mid-span of the beam (i.e. 

Section 4-4 and Section 5-5 as illustrated in Fig. 31) are all listed in Table 10, where the values 

in the bracket represent the lower ones. The plastic deformations and high strains observed 

adjacent to the mid-span of the beam and the beam-to-column connections (on the column 

section side) indicated that significant yielding occurred at these regions prior to failure, also 

demonstrating that a high amount of moment redistribution could be achieved.  
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(a) (b) 

 

 

(c) 

Fig. 49. Failure modes of tested frame specimens subjected to vertical load only (a) HSS-I-65×116-V, 

(b) HSS-I-80×136-V and (c) HYB-I-80×136-V. 

Table 10. Summary of maximum measured tensile strains and the corresponding locations. 
 

Series Frame label 

Largest tensile 
strain 

Second largest 
tensile strain 

 Third largest 
tensile strain  

Fourth largest 
tensile strain 

 Location 
Value 
(%) 

Location 
Value 
(%) 

Location 
Value 
(%) 

Location 
Value 
(%) 

Series 
1 

HSS-I-65×116-
V 

SG10 
(SG8) 

8.51 
(5.97) 

SG13 
(SG11) 

3.07 
(0.36) 

SG3 
(SG5) 

1.80 
(0.33) 

  

HSS-I-65×116-
H 

SG15 5.41 SG2 4.94 
SG12 

(SG14) 
1.38 

(0.49) 
SG3 

(SG5) 
1.13 

(0.97) 
HSS-I-65×116-

V&H-1 
SG2 3.82 

SG3 
(SG5) 

3.11 
(1.17) 

SG15 2.87 
SG10 
(SG8) 

2.27 
(1.89) 

HSS-I-65×116-
V&H-2 

SG10 
(SG8) 

5.60 
(2.26) 

SG3 
(SG5) 

4.82 
(0.99) 

SG2 4.29 SG15 2.62 

          

Series 
2 

HSS-I-80×136-
V 

SG8 
(SG10) 

6.86 
(5.27) 

SG3 
(SG5) 

2.04 
(0.60) 

SG13 
(SG11) 

1.83 
(0.49) 

  

HSS-I-80×136-
H 

SG15 6.90 SG2 4.33 
SG5 

(SG3) 
2.21 

(0.87) 
SG12 

(SG14) 
1.93 

(0.43) 
HSS-I-80×136-

V&H-1 
SG10 
(SG8) 

5.90 
(2.40) 

SG2 4.12 
SG5 

(SG3) 
2.83 

(2.43) 
SG15 2.58 

HSS-I-80×136-
V&H-2 

SG10 
(SG8) 

6.38 
(4.68) 

SG3 
(SG5) 

4.62 
(1.43) 

SG2 2.09 SG15 0.51 

          

Series 
3 

HYB-I-65×116-
V 

SG10 
(SG8) 

4.28 
(3.12) 

SG3 
(SG5) 

2.58 
(0.78) 

SG13 
(SG11) 

2.04 
(0.76) 

  

HYB-I-65×116-
H 

SG15 3.94 SG2 3.89 
SG5 

(SG3) 
1.98 

(0.72) 
SG12 

(SG14) 
0.42 

(0.21) 

HYB-I-65×116-
V&H-1 

SG15 4.79 SG2 4.6 
SG3 

(SG5) 
4.15 

(1.74) 
SG10 
(SG8) 

2.88 
(1.89) 

HYB-I-65×116-
V&H-2 

SG10 
(SG8) 

6.80 
(3.35) 

SG3 
(SG5) 

5.19 
(2.87) 

SG2 4.45 SG15 1.65 
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5.1.2. Frame specimens subjected to horizontal load only 

The test specimens subjected to horizontal load only failed due to material yielding, the spread 

of plasticity and the formation of a sway plastic collapse mechanism with plastic hinges at the 

base of the columns and adjacent to the beam-to-column connections, as shown in Fig. 50. 

Fracture took place in the net section of the last row of M16 bolts (see details in Fig. 33) at the 

flange plate of the right-hand column for specimen HYB-I-80×136-H, as shown in Fig. 50(c). 

The maximum tensile strains were recorded from the strain gauges located adjacent to the 

base of the columns (i.e. SG2 at Section 1-1 and SG15 at Section 8-8, as illustrated in Fig. 

31), with the maximum tensile strain measured from SG15 being slightly larger than that from 

SG2, reaching approximately 5.4%, 7.0% and 4.0% for frame specimens HSS-I-65×116-H, 

HSS-I-80×136-H and HYB-I-80×136-H, respectively, as given in Table 10. The measured 

maximum tensile strains at the locations adjacent to the beam-to-column connections (i.e. 

Sections 2-2, 3-3, 6-6 and 7-7, as illustrated in Fig. 31) were all beyond the measured yield 

strain of 0.37% except for that at Section 7-7 of the frame specimen HYB-I-80×136-H, 

indicating yielding had occurred at these positions prior to failure. The maximum tensile strains 

in the beam sections adjacent to the beam-to-column connections (i.e. SG5 at Section 3-3 

and SG12 at Section 6-6, as illustrated in Fig. 31) were generally greater than those recorded 

in the column sections adjacent to the corresponding beam-to-column connections (i.e. SG3 

at Section 2-2 and SG14 at Section 7-7, as illustrated in Fig. 31); the maximum measured 

tensile strains from SG5 were approximately 1.0%, 2.2% and 2.0% for frame specimens HSS-

I-65×116-H, HSS-I-80×136-H and HYB-I-80×136-H, respectively, while the maximum 

measured tensile strains from SG12 reached about 1.4%, 1.9% and 0.4% for frame specimens 

HSS-I-65×116-H, HSS-I-80×136-H and HYB-I-80×136-H, respectively, as tabulated in Table 

10. The attainment of high strains adjacent to the column bases and to the beam-to-column 

connections signifies the development of plastic hinges and the formation of the sway plastic 

collapse mechanism. 
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(a) (b)      

 

(c) 

Fig. 50. Failure modes of tested frame specimens subjected to horizontal load only (a) HSS-I-65×116-

H, (b) HSS-I-80×136-H and (c) HYB-I-80×136-H. 

5.1.3. Frame specimens subjected to combined loading 

For each test series, two frame specimens were tested under different combinations of 

horizontal and vertical loads. The failure modes of these frame specimens were characterised 

by a combined beam and sway plastic collapse mechanism, as shown in Figs. 51 and 52, but 

with different hinge formation sequences owing to the different loading conditions, as given in 

Table 9. The tensile strains at the bottom flange adjacent to the mid-span of the beam (taken 

as the average strain from the pair of SG8 and SG10, illustrated in Fig. 31) reached 0.29% 

and 0.30% when the corresponding predetermined vertical load Vtest,max, as given in Table 9, 

was applied to frame specimens HSS-I-65×116-V&H-1 and HYB-I-80×136-V&H-1, 

respectively, which were lower than the measured yield strain of 0.37% indicating that the mid-

span of the beam remained elastic prior to the introduction of the horizontal load. However, 

for the other four frame specimens, first yield occurred at the mid-span of the beam prior to 

the horizontal load being applied, with the maximum average tensile strains (from the pair of 

SG8 and SG10) being 0.7%, 0.9%, 1.7% and 0.6% for frame specimens HSS-I-65×116-V&H-

2, HSS-I-80×136-V&H-1, HSS-I-80×136-V&H-2 and HYB-I-80×136-V&H-2, respectively, 

when the corresponding predetermined vertical load Vtest,max was reached. For all six frame 

specimens subjected to combined loading, different degrees of plastic deformation, as 

reflected by the maximum tensile strains reported in Table 10 and shown in the failure modes 
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of Figs. 51 and 52, occurred at the mid-span of the beam, the column bases and adjacent to 

the left-hand beam-to-column connection, while the sections adjacent to the right-hand beam-

to-column connection remained elastic, since they experienced relatively small levels of 

bending moment and compression in the combined load cases. The observed order of yielding 

was generally consistent with the sequence of plastic hinge determined from first order plastic 

analysis. 

 

           

(a) (b) 

 

 

(c) 

Fig. 51. Failure modes of tested frame specimens subjected to the first combination of horizontal and 

vertical loads (a) HSS-I-65×116-V&H-1, (b) HSS-I-80×136-V&H-1 and (c) HYB-I-80×136-V&H-1. 
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  (a)                                                                           (b) 

 

(c) 

Fig. 52. Failure modes of tested frame specimens subjected to the second combination of horizontal 

and vertical loads (a) HSS-I-65×116-V&H-2, (b) HSS-I-80×136-V&H-2 and (c) HYB-I-80×136-V&H-2. 

5.2. Load versus displacement curves 

5.2.1. Frame specimens subjected to vertical load only 

The relationships between the vertical applied load and the vertical displacement at the mid-

span of the beam for the frame specimens subjected to vertical load only are plotted in Fig. 

53. As shown in Fig. 53, the initial stiffnesses of specimens HSS-I-80×136-V and HYB-I-

80×136-V were almost identical until the vertical applied load reached approximately 120 kN. 

Beyond this point, the stiffness of HYB-I-80×136-V (fabricated with hybrid welded I-sections 

with the web made of grade S355 steel) started to reduce due to the initiation and spread of 

yielding in the lower strength web. Overall, frame HSS-I-80×136-V, with a homogeneous 

grade S690 steel cross-section, failed at a 16.5% higher load than frame HYB-I-80×136-V, 

with the same cross-section geometry but the lower strength web. The initial stiffness of frame 

HSS-I-65×116-V was lower than that of frames HSS-I-80×136-V and HYB-I-80×136-V due to 

the use of smaller cross-sections, and the ultimate resistance was about 39% and 29% lower 

compared to that of HSS-I-80×136-V and HYB-I-80×136-V, respectively, as shown in Table 9. 
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Fig. 53. Vertical load versus mid-span displacement curves for frame specimens subjected to vertical 

load only. 

5.2.2. Frame specimens subjected to horizontal load only 

Fig. 54 shows the responses of the frame specimens subjected to horizontal load only in terms 

of the horizontal applied load versus the horizontal displacement at the column bases. Note 

that, for all frame specimens subjected to horizontal load, the difference between the 

horizontal applied load and the corresponding horizontal reaction load measured by the load 

cell placed within the horizontal restraint system was typically less than 3%. As shown in Fig. 

54, the initial stiffness of frame HYB-I-80×136-H was slightly lower than that of frame HSS-I-

80×136-H. Frame specimen HYB-I-80×136-H exhibited earlier yielding and a reduced ultimate 

resistance relative to frame HSS-I-80×136-H due to the lower strength web in the employed 

hybrid cross-section. Frame specimen HSS-I-65×116-V, made from HSS welded I-section 

members with smaller cross-section dimensions, had the lowest initial stiffness and ultimate 

resistance, as shown in Table 9. 
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Fig. 54. Horizontal load versus horizontal displacement curves for frame specimens subjected to 

horizontal load only. 

5.2.3. Frame specimens subjected to combined loading 

Both the vertical and horizontal responses of the frame specimens subjected to combined 

vertical and horizontal loads are plotted in Fig. 55. The load-displacement curves for the other 

frame specimens within each series subjected to vertical load or horizontal load only are also 

plotted in Fig. 55 for comparison purposes. As shown in Fig. 55, during the vertical loading 

step, which was always first, curves of the vertical applied load versus the vertical 

displacement for the frame specimens subjected to combined loading conditions follow those 

of the corresponding frame specimens under vertical load only. The vertical load in the first 

combined loading case of each test series (i.e. HSS-I-65×116-V&H-1, HSS-I-80×136- V&H-1 

and HYB-I-80×136- V&H-1) was relatively small, thus the vertical response of the frame 

specimens under the first combined loading cases was almost linear during the vertical loading 

step; however, the vertical load in the second combined loading case of each test series (i.e. 

HSS-I-65×116-V&H-2, HSS-I-80×136- V&H-2 and HYB-I-80×136- V&H-2) was large enough 

to result in yielding at the mid-span of the beam prior to the introduction of the horizontal load. 

During the horizontal loading step, the vertical load remained constant while the vertical 

displacement at the mid-span of the beam grew as the horizontal load increased, as shown in 

Fig. 55. The presence of the vertical load for the frame specimens subjected to combined 

loading conditions led to a degradation of both strength and stiffness compared to those of the 

corresponding frame specimen subjected to horizontal load only, with the larger vertical load 

(i.e. the second combined loading case of each test series) resulting in greater loss of 

resistance and stiffness, as shown in Fig. 55. 
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(a) 

 

 

 

(b) 

 

 

 

(c) 

Fig. 55. Load-displacement curves for frame specimens subjected to combined vertical and horizontal 

loads (a) HSS-I-65×116-V&H-1 and HSS-I-65×116-V&H-2, (b) HSS-I-80×136- V&H-1 and HSS-I-

80×136- V&H-2, and (c) HYB-I-80×136- V&H-1 and HYB-I-80×136- V&H-2. 
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5.3. DIC results and connection rotational stiffness 

5.3.1. DIC validation and results 

To confirm the accuracy of the results obtained from the DIC system, the DIC measurements 

were compared with the relevant measurements from the strain gauges, inclinometers and 

string potentiometers. As detailed in Subsection 4.5, two cameras with 8 mm focal length 

lenses (Camera 1 and 2 indicated in Fig. 47) were used to monitor the deformation fields of 

the full frame specimens; the displacement and rotation responses determined based on the 

images captured by the two cameras were compared to those measured from the string 

potentiometers and inclinometers, respectively, at the corresponding location of each frame 

specimen. Load-deformation histories obtained from the DIC system and the conventional 

instrumentation show excellent agreement, examples of which are shown in Fig. 56 for frame 

specimens HSS-I-80×136-V and HSS-I-80×136-H. The histories of strain development at the 

most highly stressed region of each frame specimen measured from the DIC (using images 

taken from Camera 3 and 4 shown in Fig. 47) and strain gauges are also compared; good 

agreement was also observed, as seen from the typical comparison shown in Fig. 57. Overall, 

it may be concluded that the DIC system employed in the present study provides accurate and 

reliable measurements of both the overall deformation of the full frame specimens and the 

strain development histories at the most highly stressed region of each frame specimen. 

  

                                      (a)                                                                               (b) 

Fig. 56. Comparison of typical load-deformation responses obtained from DIC and conventional 

instrumentation (a) vertical applied load versus rotation measured at the position of inclinometer I3 for 

frame specimen HSS-I-80×136-V, and (b) horizontal applied load versus horizontal displacement at the 

column bases measured at the position of string potentiometer SP5 for frame specimen HSS-I-80×136-

H. 
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Fig. 57. Comparison of typical histories of strain development obtained from DIC and strain gauges at 

the positions of SG15 and SG16 for frame specimen HSS-I-80×136-H.  

The out-of-plane displacement fields obtained from the DIC for three typical frame specimens 

(specimens HYB-I-80×136-V, HSS-I-80×136-H and HSS-I-65×116-V&H-1) at the maximum 

applied load, together with the load versus out-of-plane displacement histories at the critical 

region (i.e. the region where the maximum out-of-plane displacement occurred), are displayed 

in Fig. 58. Note that the positive and negative out-of-plane displacements in Fig. 58 represent 

movements toward and away from the DIC system, respectively, with reference to Fig. 47. As 

expected, the maximum out-of-plane displacement arose at the most highly stressed region 

of each frame specimen as a consequence of cross-section local buckling, while no significant 

out-of-plane displacement was observed in the remaining regions. Similar observations were 

found in all tested frame specimens, indicating that the employed restraint system, as 

described in Subsection 4.3.3, was able to provide sufficient lateral restraint to the frames to 

prevent out-of-plane instability.  

 

0

50

100

150

200

250

300

-0.06 -0.04 -0.02 0 0.02 0.04 0.06 0.08

H
o

ri
zo

n
ta

l 
a
p

p
li

e
d

 l
o

a
d

 (
k

N
)

Strain ε

SG15

SG16

DIC



STROBE 

67 
 

       

 

(a)  

     

(b)  

    

 

(c)  

Fig. 58. Out-of-plane displacement fields at maximum applied load and load-out-of-plane displacement 

histories at the critical region of three typical frame specimens obtained from DIC (a) HYB-I-80×136-V, 

(b) HSS-I-80×136-H, and (c) HSS-I-65×116-V&H-1. 

The longitudinal strain fields in the DIC monitored region (using images taken from Camera 3 

and 4 shown in Fig. 47) at two representative load levels: (a) the load at which the maximum 

strain within the DIC monitored region reached approximately to the yield strain (b) the 

maximum applied load, are displayed for three typical frame specimens in Fig. 59. The spread 
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of plasticity with the increase in applied load in the DIC monitored region can be clearly seen 

by the quantitative change in the strain fields, as shown in Fig. 59.  
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(c)  

Fig. 59. Longitudinal strain fields at different representative loads obtained from DIC for three typical 

frame specimens (a) HSS-I-80×136-V, (b) HSS-I-80×136-H, and (c) HSS-I-65×116-V&H-1. (Note that 

positive strains are tensile strains). 

5.3.2. Connection rotational stiffness 

The moment-rotation characteristics of the connections in the frame specimens, including the 

beam-to-column connections and the column base connections, as detailed in Subsections 

4.2 and 4.3.1, respectively, were carefully analysed using the data measured by strain gauges, 

inclinometers and the DIC system at relevant locations, to provide accurate input data for the 

subsequent numerical modelling, described in Deliverable D2.4. 

Extended end-plate joints, as shown in Fig. 33, were used for the beam-to-column connections. 

The rotation of the strengthening plate θcol+pz included that of both the column θcol and the 

panel zone θpz caused by shear deformation, as schematically illustrated in Fig. 60. The 

horizontal displacements at two marked regions of the strengthening plate (i.e. denoted by the 

blue points shown in Fig. 60) were measured by the DIC system as described in Subsection 

4.5. The rotation of the strengthening plate θcol+pz was determined using Eq. (10), where d1 

and d2 are the DIC measured horizontal displacements at the top and the bottom marked 

regions of the strengthening plate, respectively, and d3 is the distance between the two marked 

points, as illustrated in Fig. 60. The rotation at the beam end θb was measured using the 

inclinometer positioned at the web of the beam section close to the beam-to-column 

connection (i.e. using inclinometer I1 for the left-hand beam-to-column connection and 

inclinometer I3 for the right-hand beam-to-column connection), as shown in Fig. 60. The 
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connection rotation θc was finally calculated by subtracting the rotation of the strengthening 

plate θcol+pz from the rotation at the beam end θb, as given in Eq. (11). Note that the rotation 

resulting from the beam flexure θb,flexure was also excluded from the measured rotation at the 

beam end θb when determining the connection rotation θc; however, the beam flexure at the 

position where θb was measured was found to be very small; thus θb,flexure was not considered 

in Eq. (11). 

                                                                  (10) 

       (11) 

 

Fig. 60. Schematic illustration of different rotations at the left-hand beam-to-column connection. 

In the elastic region, the bending moments at the eight monitored beam or column sections, 

as shown in Fig. 31, can be determined by Eq. (12), based on the assumptions that all the 

welded I-sections remained plane and the strains were linearly distributed throughout the 

depth of each cross-section. In Eq. (12), Mi is the bending moment at the i-th monitored cross-

section, I and H are the second moment of area about the major axis and the depth of the 

cross-section, respectively, and εi,max and εi,min are the measured maximum and minimum 

strains at the extreme fibres of the i-th monitored section, respectively. The bending moment 

at the left-hand beam-to-column connection Mc can be determined by linear interpolation 

between the two calculated bending moments at Sections 3-3 and 4-4, as shown in Fig. 61; 

similarly, the calculated bending moments at Sections 5-5 and 6-6 (see Fig. 31) were used to 

determine the bending moment at the right-hand beam-to-column connection for each frame 

specimen. Fig. 62 shows a typical moment (Mc)-rotation (θc) curve for the left-hand beam-to-

column connection of frame specimen HSS-I-80×136-H; the moment (Mc)-rotation of the 

strengthening plate (θc) curve as well as the moment (Mc)-rotation at the beam end θb curve 

are also plotted in Fig. 62. The rotational stiffness of the beam-to-column connection is taken 
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as the slope of the regression line fitted to the elastic region of the moment (Mc)-rotation (θc) 

curve, as illustrated in Fig. 62. The undulations in the obtain moment-rotation curves for the 

beam-to-column connection, as shown in Fig. 62, and the column-base connection, as 

described later and shown in Fig. 63, resulted from noise in the strain gauge readings. The 

estimated beam-to-column connection rotational stiffness for each frame specimen (i.e. taken 

as the average value of the left- and right-hand beam-to-column connections) is reported in 

Table 11; these values are employed in the finite element (FE) models for validation purposes, 

as described in the Deliverable D2.4.  

                                                        (12) 

 

Fig. 61. Illustration of linear interpolation to estimate bending moment at the left-hand beam-to-column 

connection. 

 

Fig. 62. Moment-rotation curves for the left-hand beam-to-column connection of frame specimen HSS-

I-80×136-H. 
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The rotation of each column-base connection θcb was measured using the inclinometer 

positioned at the web of the column section close to the column-base connection (i.e. using 

inclinometer I5 for the left-hand column-base connection and I6 for the right-hand beam-to-

column connection, as shown in Fig. 31). The bending moment at each column base Mcb was 

obtained from the load cell positioned beneath the corresponding frame column, as described 

in Subsection 4.3.2.  Fig. 63 shows a typical moment (Mcb)-rotation (θcb) curve for the left-hand 

column-base connection of frame specimen HSS-I-80×136-H. The estimated column-base 

connection rotational stiffness for each frame specimen (i.e. taken as the average value of the 

left- and right-hand column-base connections) is also reported in Table 11. It can be observed 

from Table 11 that the measured rotational stiffnesses for the connections with the same 

configurations (i.e. for each frame series) are quite similar, except for the beam-to-column 

connections of the first tested frame specimen HSS-I-65×116-V, which have a lower average 

rotational stiffness than their counterparts in the remaining frame test specimens of Series 1. 

This may be the result of the adoption of lower grade bolts (Grade 8.8 bolts instead of Grade 

12.9 bolts for the remaining frame test specimens) and a lower applied pretension in the 

assembly of beam-to-column connections in the first frame specimen HSS-I-100-65-V. Based 

on the joint classification rules set out in EN 1993-1-8 [7], all connections employed in the test 

frame specimens are semi-rigid, except for the beam-to-column connections of frames HSS-

I-65×116-H, HSS-I-65×116-V&H-1 and HSS-I-65×116-V&H-2, which are rigid. 

 

Fig. 63. Moment-rotation curve for the left-hand column-base connection of frame specimen HSS-I-

80×136-H. 

 

0

10

20

30

40

50

60

70

80

90

100

0.00 0.01 0.01 0.02 0.02 0.03 0.03

B
en

d
in

g
 m

o
m

en
t 
M

cb
(k

N
m

)

Rotation θcb (rad)

Series4Estimated stiffness 5800 kNm/rad



STROBE 

73 
 

Table 11: Average rotational stiffnesses of connections for the tested frames. 
 

Series Frame label 

Beam-to-column 
connections 

kNm/rad 

EN 1993-1-8 limit 
for rigid beam-to-

column connections 

kNm/rad 

Column-base 
connections 

kNm/rad 

EN 1993-1-8 limit 
for rigid column-

base connections 

kNm/rad 

Series 1 

HSS-I-65×116-V 4000 

6361 

3500 

11671 
HSS-I-65×116-H 8400 4200 

HSS-I-65×116-V&H-1 7900 4000 

HSS-I-65×116-V&H-2 8200 4400 

      

Series 2 

HSS-I-80×136-V 7100 

10955 

4200 

20165 
HSS-I-80×136-H 8800 5800 

HSS-I-80×136-V&H-1 8900 5900 

HSS-I-80×136-V&H-2 8200 5900 

      

Series 3 

Hyb-I-80×136-V 7700 

10955 

5200 

20165 
Hyb-I-80×136-H 8300 6300 

Hyb-I-80×136-V&H-1 7700 5800 

Hyb-I-80×136-V&H-2 7600 6100 
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6. CONCLUSIONS 

A total of 4 coupons, 6 stub columns, 5 long columns, 6 beams and 12 frames in HSS have 

been tested; the test setups, procedures and results have been presented. The results are 

employed for the validation of finite element models in Deliverable D2.4 and are analysed in 

Deliverable D2.5 to assess the applicability of plastic design to HSS structures. 
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